
   

Cimbria Manufacturing A/S . Faartoftvej 22 . 7700  Thisted . Denmark . Tel. +45 9617 9000 . Fax +45 9617 9099               
Web: www.cimbria.com . E-mail: manufacturing@cimbria.com . Member of the Cimbria Group of Companies 
 
 
 

 

 

D a t a  S h e e t  4 6  

Cimbria Waste Conveyor RW-30 
 
 
 
 
 
 

 
The Cimbria chain conveyor type RW-30 has been 
developed for the transport of light, chipped products, 
primarily waste products such as paper, carton chips, grain 
residue, wood shavings, sawdust, dust and similar 
products with a maximum density of under 200 kg/m³. 
 
The chain conveyor is a particularly flexible, quiet and 
operationally cheap means of conveying products, and a 
good alternative to a mechanical screw conveyor or 
pneumatic transport. Very flexible, noiseless and a cheap 
means of transport. 
 

 
 
The chain conveyor is made of galvanized steel. The sides 
are made of 2 mm steel, the top plate is made of 2 mm 
steel and the bottom plate is made of 3 mm steel. 
 
Delivery and assembly 
The chain conveyor is delivered in standard modular 
dimensions of 500, 1,000 and 3,000 mm as well as up and 
down bends of 15 and 30 degrees, which are assembled 
with strong, galvanized fishplates fitted externally. 
The conveyor can be assembled in lengths of up to 100 m 
and the bends can be combined to form angles of 90 
degrees. 
 
The chain 
The chain runs on a PEHD rail that is attached to the 
bottom plate. The chain is a strong steel chain with a pitch 
of 100 mm and it has a calculated tensile strength of 50 kN 
and a safety factor of 10. The return chain is supported by 
PEHD bearings every 2,000 mm. 
The strong rubber flights are mounted on flat bars welded 
at right angles to the chain every 400 mm. 
 
The conveyor has a capacity of 30 m³/h when transporting 
products horizontally and 15 m³/h for vertical transport. 
 

The speed of the chain is 0.27 m/s, thus resulting in very 
low noise levels and with wear and tear being reduced to a 
minimum. 
 
The drive terminal 
On the drive terminal a specially developed chain wheel is 
mounted on the axle, which is fitted externally in flange 
bearings. 
The drive unit consists of a SEW gearbox, which is 
mounted directly on the drive shaft. The overflow control is 
fitted with a micro switch at the drive end. 
 
Tensioning end 
The tensioning end of the conveyor is executed as a 
double slide with packing in between. The tightening 
section itself is made up of two threaded spindles on the 
tightening axle, which is fitted in external flange bearings. 
A rotation guard can also be fitted. 
The conveyor has a complete set of accessories incl. 
special inlet according to the table overleaf. 
The conveyor can be delivered in a version suitable for 
reversible operation. 
 
Supports 
The conveyor is designed with max. 8 metres between 
every support and can be delivered with standard, 
galvanized legs that can be individually adjusted in terms 
of height, and any angled supports can also be adjusted in 
terms of height as well as in a transverse direction. 
 
Shutter/Rotary valve 
The conveyor can be fitted with shutters or valves for more 
outlets. 
 
ATEX 
The conveyor can be mounted with approved explosion 
relief such that internally the conveyor can be classified as 
zone 21 and externally as a non-zone according to ATEX 
94/9. 
 
Please refer to the table on data sheet 46.1. 
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Downward bend 30° 

Downward bend 15° 

Upward bend 30° 

Upward bend 15° 

Adjustable legs 


